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Installation Guide-Flipping or Replacing 
Agitator Bar 

Identify Long 
End of Bar 

Identify the long end of 
the agitator bar. This is 
the end that the hand le 
attaches to. ·------------------------------

Pull Short End of 
Bar Out 

Reach into base and pull 
the short end out. This is 
mean to fit tightly, so you 
will have to pull hard to 
get it out. 
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: • The agitator bar is meant to fit 
: tightly and pulling it hard to 
: remove will not break the bar 
: or the base. 
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• The bushings are not seals 
because there should not be 
enough moisture in compost 
that it leaks out. 

• If there is leaking, please refer
to troubleshooting guide for 
leaking 

• One or both of the bushings
may remian in hole when bar is
removed. You will want to
remove these before trying to
insert bar back in .
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Identify Short 
End of Bar 

: Identify the short end of the 
: agitator bar. This end does 
: not have a notch cut out of it 
: and the handle DOES NOT 
• 
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•
attach to this end. 
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Pull Long End 
of Bar Out 

Turn the base around and 
pull the long end of 
agitator bar out . 
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Installation Guide-Flipping or Replacing 
Agitator Bar 

Place Washers 
On Bar

• 

Place a washer on both 
ends of the agitator bar. 

••••••••••••••••••••••••••••••• 

Insert Long 
End of Bar In 

Insert the long end of the 
agitator bar (end with notch 
cut out) with washer and 
bushing into the hole on the 
side you want the handle 
installed on. 
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: • When inserting the ends back :

Place 
Bushings On 

Place a bushing on each end 
of the agitator bar with the 
wider side against the washer 

: into to holes in base, it will be : • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • 
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: tight so you will need to push : 
: hard to get the bushing to pop : 
: through the hole. : 
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: • Inserting the short end back :
• into the hole will be difficult •
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: but with some effort it will go : 
: back in and you will not break : 
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: the agitator bar. : 
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Insert Short 
End of Bar In 

Insert the short end of 
the agitator bar into hole 
with the washer and 
bushing on . 
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